Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region . Percent Percent Percent
111119 10/25/19 | Difference | 11/2/18 Change 113117 Change 11119 11/2/18 Change
Refiner Inputs and Utilization
Crude Oil INPULS ............ccooeiiiiiiicce e 15,761 15,998 -237 16,408 -3.9 16,305 -3.3 15,765 16,352 -3.6
East Coast (PADD 1) .. 725 723 2 907 -20.1 1,143 -36.6 727 919 -20.8
Midwest (PADD 2) ... 3,728 3,705 22 3,214 16.0 3,388 10.0 3,633 3,116 16.6
Gulf Coast (PADD 3) ... 8,328 8,576 -248 9,234 -9.8 8,799 5.4 8,408 9,266 9.3
Rocky Mountain (PADD 4) .... 555 564 -9 604 -8.1 588 -5.5 567 638 -11.1
West Coast (PADD 5) . 2,426 2,430 -4 2,449 -1.0 2,388 1.6 2,430 2,413 0.7
Gross Inputs ............... 16,169 16,487 -318 16,740 -3.4 16,645 -2.9 16,071 16,617 -3.3
East Coast (PADD 1) 730 727 3 912 -19.9 1,144 -36.2 732 928 -21.2
Midwest (PADD 2) ... 3,753 3,731 23 3,164 18.6 3,391 10.7 3,632 3,036 19.6
Gulf Coast (PADD 3) ... 8,595 8,861 -266 9,439 -8.9 8,998 -4.5 8,631 9,421 -8.4
Rocky Mountain (PADD 4) . 558 566 -8 601 =71 585 -4.6 568 637 -10.9
West Coast (PADD 5) . 2,533 2,602 -69 2,624 -3.5 2,527 0.2 2,508 2,595 -3.3
Operable Capacity' ... 18,802 18,802 0 18,599 1.1 18,569 1.3 18,802 18,599 1.1
East Coast (PADD 1) 1,224 1,224 0 1,224 0.0 1,182 3.6 1,224 1,224 0.0
Midwest (PADD 2) ... 4,141 4,141 0 4,092 1.2 4,011 3.2 4,141 4,092 1.2
Gulf Coast (PADD 3) ... 9,876 9,876 0 9,762 1.2 9,752 1.3 9,876 9,762 1.2
Rocky Mountain (PADD 4) . 687 687 0 683 0.5 692 -0.8 687 683 0.5
West Coast (PADD 5) . 2,875 2,875 0 2,838 1.3 2,933 -2.0 2,875 2,838 1.3
Percent Utilization? ... 86.0 87.7 -1.7 90.0 —— 89.6 —— 85.5 89.3 ——
East Coast (PADD 1) 59.7 59.4 0.2 74.5 -— 96.8 -— 59.8 75.8 -—
Midwest (PADD 2) ... 90.6 90.1 0.6 77.3 —-— 84.6 - 87.7 74.2 -—
Gulf Coast (PADD 3) ... 87.0 89.7 2.7 96.7 —-= 92.3 - 87.4 96.5 —-=
Rocky Mountain (PADD 4) . 81.2 82.4 -1.2 87.9 —— 84.5 —— 82.7 93.3 ——
West Coast (PADD 5) 88.1 90.5 -2.4 92.5 -= 86.2 -= 87.2 91.4 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ................ccccccoo.c..... 10,036 10,184 -148 9,714 3.3 10,167 -1.3 10,079 10,134 -0.5
Finished Motor Gasoline (excl. Adjustment)* 10,193 10,207 -14 10,185 0.1 10,306 -1.1 10,163 10,294 -1.3
East Coast (PADD 1) .... . 3,212 3,264 -51 3,191 0.7 3,178 1.1 3,244 3,248 -0.1
Midwest (PADD 2) ..... 2,652 2,715 -63 2,519 5.3 2,602 1.9 2,658 2,620 1.5
Gulf Coast (PADD 3) .. 2,457 2,333 125 2,587 -5.0 2,594 -5.3 2,372 2,534 -6.4
Rocky Mountain (PADD 4) 274 326 -52 306 -10.4 295 =71 315 320 -1.5
West Coast (PADD 5) ... 1,597 1,569 28 1,583 0.9 1,637 24 1,673 1,573 0.0
Reformulated? ... 3,211 3,249 -38 3,246 -1.1 3,253 -1.3 3,230 3,271 -1.2
Conventional* . 6,982 6,957 24 6,939 0.6 7,054 -1.0 6,933 7,024 -1.3
Adjustment® ... -157 -23 -134 -471 -= -139 - -84 -160 -=
Kerosene-Type Jet 1,740 1,684 57 1,748 -0.4 1,627 6.9 1,675 1,682 -0.4
East Coast (PADD 1) .. 73 45 28 50 47.8 99 -25.9 66 56 16.6
Midwest (PADD 2) .. 268 275 -7 246 8.8 261 2.8 260 228 14.3
Gulf Coast (PADD 3) 930 892 37 932 -0.3 853 9.0 893 912 -2.1
Rocky Mountain (PADD 33 29 4 24 38.0 32 4.9 35 32 9.0
West Coast (PADD 5) .... 436 441 -5 496 -12.1 383 13.9 422 454 -7.0
Distillate Fuel Oil ........... 4,875 4,970 -94 4,963 -1.8 5,199 -6.2 4,824 4,930 -2.1
East Coast (PADD 1) .. 229 282 -53 341 -32.7 410 -44.0 249 327 -23.9
Midwest (PADD 2) .. 1,145 1,137 7 1,001 14.4 1,009 13.5 1,102 917 201
Gulf Coast (PADD 3) ... 2,749 2,788 -38 2,912 -5.6 2,969 74 2,734 2,942 =741
Rocky Mountain (PADD 4) 153 162 -9 194 -20.8 196 -21.7 173 201 -14.2
West Coast (PADD 5) .... 598 600 -2 515 16.1 615 -2.8 567 543 45
15 ppm sulfur and Under . 4,559 4,576 -17 4,671 -2.4 4,784 -4.7 4,494 4,613 -2.6
> 15 ppm to 500 ppm sulfur 160 147 13 128 25.2 132 215 156 131 18.7
> 500 ppm sulfur .... 156 247 -91 164 -4.9 283 -45.0 175 186 -6.0
Residual Fuel Oil . 398 302 97 379 5.1 461 -13.5 337 381 -11.6
East Coast (PA ) . 20 21 -1 33 -40.1 38 -47.7 20 37 -46.2
Midwest (PADD 2) .. 45 43 1 43 4.9 53 -15.8 41 41 -0.5
Gulf Coast (PADD 3) ... 175 104 71 194 -9.9 236 -25.8 122 179 -32.1
Rocky Mountain (PADD 4) 12 12 0 14 -11.0 11 8.6 12 14 -11.7
West Coast (PADD 5) .... 146 122 24 95 54.6 122 19.8 142 110 29.5
Propane/Propylene® ... 2,052 2,084 -32 1,958 4.8 1,854 10.7 2,090 1,999 4.6
East Coast (PADD 1) .. 292 297 -5 219 33.0 184 58.4 295 218 34.9
Midwest (PADD 2) .. 490 462 29 466 5.2 521 -5.9 472 492 -4.1
Gulf Coast (PADD 3) 1,055 1,103 -48 1,059 -0.4 951 10.9 1,105 1,070 3.3
PADDs 4 and 5 215 223 -7 213 1.0 198 8.7 218 219 -0.2
Ethanol Plant Production

Fuel Ethanol 1,014 1,004 10 1,068 -5.1 1,057 -4.1 996 1,041 -4.3
East Coast (PADD 1) .. 27 26 1 24 11.0 28 -2.8 24 24 0.3
Midwest (PADD 2) .. 936 924 12 986 -5.0 966 -3.1 923 960 -3.9
Gulf Coast (PADD 3) ... 21 22 -1 25 -15.1 28 -25.1 20 23 -156.3
Rocky Mountain (PADD 4) 14 14 0 14 -0.2 15 -4.9 14 14 0.0
West Coast (PADD 5) 16 18 -1 20 -19.6 21 -22.4 16 19 -16.7

= Not Applicable.
~ = Data Not Available.
W = Data Withheld.

Based on the latest reported monthly operable capacity.
2 Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.

3 Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol
and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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